Existing gully to be relocated to front of new kerbline

Existing footway to be widened to 3.0m

Existing lamp column to be relocated to the back of footway

Existing telegraph pole to be relocated to the back of footway

This map is based upon Ordnance Survey material with the permission of Ordnance Survey on behalf of the Controller of +HU0DMHVW\nV6WDWLRQHU\nUnauthorised reproduction infringes Crown Copyright and may lead to prosecution or civil proceedings. 100019238. 2015

Purpose of revision

This drawing is not to be used in whole or part other than for the intended purpose and project as defined on this drawing. Refer to the contract for full terms and conditions.

Scale: 1:250 at A3

For information

Do not scale

Drawing number: KCCJST373 40919/100/100/02

Revision: 00

Project: A21 NMU TONBRIDGE STATION CYCLE ROUTE

Drawing title: PEMBURY ROAD - STAKEHOLDER PLAN SHEET 2 OF 10

Drawing title: PEMBURY ROAD - STAKEHOLDER PLAN SHEET 2 OF 10

Key:
- Existing footway
- Proposed footway widening & new kerb
- Proposed tactile paving
- Proposed continuity tactile paving
- Realigned double yellow lines
- Realigned road marking
- Existing vehicle crossover
- Proposed cycleway sign
- Relocated lamp column
- Relocated telegraph pole
- Relocated bus stop sign
- Relocated sign
- Relocated gully grating
- Verge

The diagram shows:

- Existing footway to be widened to 3.0m
- Existing lamp column to be relocated to the back of footway
- Existing telegraph pole to be relocated to the back of footway
- Existing gully to be relocated to front of new kerbline

The drawing is not to be used in whole or part other than for the intended purpose and project as defined on this drawing. Refer to the contract for full terms and conditions.